Property Information
186 North 1st St

NEEDED FOR WATER MAIN CONSTRUCTION AND MUST BE APPROVED BY THE METRO WATER SERVICES.
7. ALL WATER METERS SHALL BE A MINIMUM OF 24” NOT TO EXCEED A MAXIMUM OF 28” BELOW FINISHED GRADE.

8. UPON COMPLETION OF CONSTRUCTION OF WATER AND/OR SEWER, THE ENGINEER SHALL PROVIDE THE DEPARTMENT WITH A COMPLETE SET
OF AS-BUILT PLANS ON MOIST ERASABLE MYLARS IN REVERSE AND IN DIGITAL (*.DWG) FORMAT. SEWER PLANS SHALL BE SEALED BY A LICENSED
PROFESSIONAL ENGINEER OR A REGISTERED LAND SURVEYOR AND SHALL INCLUDE ACTUAL FIELD ANGLES BETWEEN LINES, ALL ACTUAL SERVICE
LINES AND TEE LOCATIONS, THE DISTANCE OF THE END OF THE SERVICE LINE TO PROPERTY CORNERS AND LINES AND/OR STATION AND
OFFSET FROM SEWER CENTERLINE TO END OF SERVICE LINE, THE DEPTH TO THE TOP OF THE END OF THE SERVICE LINE, AND SHALL REFLECT ALL
ALIGNMENT AND GRADE CHANGES. WATER LINE PLANS SHALL BE SEALED BY A LICENSED PROFESSIONAL ENGINEER OR A REGISTERED LAND
SURVEYOR AND SHALL INCLUDE OFFSET DISTANCE FROM THE ROADWAY CENTERLINE, OR PROPERTY LIME RIGHT OF WAY, LINE DEPTH,
LOCATIONS OF HYDRANTS, VALVES, REDUCERS, TEES AND PRESSURE REDUCING DEVICES WHERE APPLICABLE. ALL DRAWINGS MUST BE
COMPLETED AND SUBMITTED PRIOR TO ACCEPTANCE OF THE SEWERS OR WATER MAINS INTO THE PUBLIC SYSTEM AND ANY CONNECTIONS
BEING MADE.

9. PRESSURE REGULATING DEVICES WILL BE REQUIRED ON THE CUSTOMER SIDE OF THE METER WHEN PRESSURES EXCEED 100 PS!.
10. PRESSURE REGULATING DEVICES WILL BE REQUIRED ON THE STREET SIDE OF THE METER WHEN PRESSURES EXCEED 150 PSI.

T1. ALL WATER MAINS MUST BE LOCATED WITHIN THE PAVED AREA INCLUDING ALL BLOW-OFF ASSEMBLIES.

EROSION CONTROL & GRADING NOTES
1) EXPOSE AS SMALL AN AREA OF SOIL AS POSSIBLE ON THE SITE FOR NO MORE THAN 15 DAYS. KEEP DUST WITHING TOLERABLE LIMITS BY
SPRINKLING OR OTHER ACCEPTABLE MEANS.

2) ALL CUT/FILL AREAS TO HAVE A MINIMUM OF 6" OF TOPSOIL COVER. AREAS DRESSED WITH TOPSOIL SHALL RECEIVE 12POUNDS PER 1000
SQUARE FEET OF é-12-12 FERTILIZER (UNLESS OTHER WISE SPECIFIED IN WRITTEN SPECIFICATIONS), 5 POUNDS OR MORE OF KENTUCKY 31
FESCUE SEED PER 1000 SQUARE FEET, AND A STRAW MULCH COVER OF 70%-80%. COVERAGE (APPROXIMATELY 125 POUNDS PER 1000 SQUARE
FEET), UNLESS OTHERWISE NOTED WITHIN WRITTEN SPECIFICATIONS.

3} EROSION CONTROL BARRIER IS CALLED OUT ON PLANS AND IS TO COMPLY WITH THE METROPOLITAN STORMWATER MANAGEMENT MANUAL,
VOLUME FOUR, SECTION TCP-13.

4) DISTURBED AREAS ARE TO BE GRADED TO DRAIN AS INDICATED IN THE PLAN TO SEDIMENT BARRIERS DURING AND UPON THE COMPLETION
OF CONSTRUCTION.

5) THE CONTRACTOR SHALL BE RESFONSIBLE FOR THE VERIFICATION AND THE LOCATION OF ANY EXISTING UTILITIES. IT SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR TO AVOID DAMAGE TO ALL EXISTING UTILITIES DURING CONSTRUCTION. IF DAMAGE DOES OCCUR TO
ANY SUCH INSTALLLATION, FULL REPAIR WILL BE ACCOMPLISHED AS PER THE CURRENT SPECIFICATION GOVERNING SUCH WORK.

6) ANY ACCESS ROUTES TO THE SITE SHALL BE BASED WITH CRUSHED STONE, ASTM #1 STONE, 100 FEET LONG AND AT LEAST 8" THICK.

7) THE PLACING AND SPREADING OF ANY FILL MATERIAL IS TO BE STARTED AT THE LOWEST POINT AND BROUGHT UP IN HORIZONTAL LAYERS OF
8" THICKMESS (OR AS DIRECTED BY THE SOILS INVESTIGATIVE REPORT). SAID FILL MATERIAL 1S TO BE FREE OF SOD, ROOTS, FROZEN SOILS, OR
ANY OTHER DECOMPOSABLE MATERIAL. SAID FILL IS TO BE COMPACTED TO A MINIMUM OF 95% STANDARD PROCTOR, OR AS OTHERWISE
SPECIFIED BY THE SOILS REPORT OR WRITTEN SPECIFICATIONS,

- 8) THE CONTRACTOR SHALL NOTIFY THE METRC DAYIDSON COUNTY DEPARTMENT OF PUBLIC WORKS CONSTRUCTION COMPLIANCE DIVISION,
THREE DAYS PRIOR TO BEGINNING THE WORK.

9) THE CONTRACTOR SHALL LOCATE AND STAKE THE LAYOUT OF THE SITE IN THE FIELD: FOR INSEPCTION BY THE ENGINEER. THE CONTRACTOR
SHALL CHECK THE GRADES AND FINAL DIMENSIONS ON THE GROUND, AND REPORT ANY DISCREPANCIES TO THE ENGINEER IMMEDIATELY FOR
A DECISION.

10) SURPLUS EXCAVATION OF TOPSOIL SHALL BE PLACED ON THE SITE AS APPROVED BY THE OWNER FOR THE PURPOSE OF FUTURE LANDSCAPE
USE.

11) THE CONTRACTOR SHALL FURNISH AND INSTALL ALL NECESSARY TEMPORARY WORKS FOR THE PROTECTION OF THE PUBLIC AND
EMPLOYEES, INCLUDING WARNING SIGNS AND LIGHTS.

12) THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE DONE TO THE PREMISES OR ADJACENT PREMISES OR INJURIES TO THE PUBLIC
DURING THE CONTRUCTION CAUSED BY HIMSELF, HIS SUB-CONTRACTORS, OR THE CARELESSNESS OF ANY OF HIS EMPLOYEES.

13) ALL WORK IS TO BE COMPLETED WITH COMPLIANCE TO THE RULES AND REGULATIONS SET FORTH BY METRO WATER SERVICES. THE
CONTRACTOR SHALL GIVE ALL NECESSARY NOTICE, OBTAIN ALL PERMITS, AND PAY FEES REQUIRED FOR THE COMPLETION OF HIS PORTION OF
THE WORK. HE SHALL ALSO COMPLY WITH ALL CITY, COUNTY AND STATE LAWS AND ORDINANCE OR REGULATIONS RELATING TO PORTIONS OF
WORK WHICH HE IS TO PERFORM.

14) ALL EROSION CONTROL MEASURES SHALL REMAIN IN PLACE PER NOTE #16 BELOW.

15) CONTRACTOR TO PROVIDE AN AREA FOR CONCRETE WASH DOWN AND EQUIPMENT FUELING IN ACCORDANCE WITH METRO
CP-10 AND CP-13, RESPECTIVELY. CONTRACTOR TO COORDINATE EXACT LOCATION WITH NPDES DEPARTMENT DURING THE
PRECONSTRUCTION MEETING. GRADING PERMITTEE TO INCLUDE BMP'S DESIGNED TO CONTROL SITE WASTES SUCH AS DISCARDED
BUILDING MATERIALS, CHEMICALS, LITTER AND SANITARY WASTES THAT MAY CAUSE ADVERSE IMPACTS TO WATER QUALITY. THE
LOCATION OF AND/OR NOTES REFERRING TO SAID BMP'S SHALL BE SHOWN ON THE EPSC PLAN.

16) EROSION CONTROL MEASURES MUST REMAIN IN PLACE UNTIL FINAL STABILIZATION HAS BEEN ESTABLISHED. ONCE
STABILIZATION IS ACHEIVED, ALL EROSION CONTROL MEASURES SHALL BE COMPLETELY REMOVED PRIOR TO AS-BUILT APPROVAL.

C5.0 Details Sheet
L.1.0 Site Landscape Plan

LAN DSCAPE NOTES

1) THE LANDSCAPE CONTRACTOR SHALL COORDINATE ALL CONSTRUCTION WITH THE APPROPRIATE UTILITY COMPANY AND SHALL BE
RESPONSIBLE FOR ANY DAMAGE TO UTILITIES. THE LANDSCAPE CONTRACTOR SHALL VERIFY THE EXACT LOCATION OF ALL UTILITIES AND TAKE
PRECAUTIONS TO PREVENT DAMAGE TO THE UTILITIES.

2) ALL PLANTING AND MULCH BEDS SHALL BE SPRAYED WITH ROUND-UP (CONTRACTOR’S OPTION) PRIOR TO THE INSTALLATION OF MULCH.

3) PLANT MATERIALS AND STUMPS INDICATED FOR REMOVAL SHALL BE REMOVED AND DISPOSED OFF-SITE BY THE CONTRACTOR. BACKFILL
HOLES WITH TOPSOIL FREE OF ROOTS AND ROCKS.

4) THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR THE FINE GRADING OF ALL PLANTING AREAS.
5) ALL PLANTING AREAS SHALL BE FERTILIZED WITH 12#/1000 S.F. OF 6-12-12 FERTILIZER.
6) ALL PLANTTING BEDS SHALL HAYE A MINIMUM OF 3" DEPTH OF SHREDDED HARDWOOD BARK MULCH. |

7) THE LANDSCAPE CONTRACTOR SHALL VERIFY ALL MATERIAL QUANTITIES. IN THE EVENT OF A DISCREPANCY, THE QUANTITIES SHOWN ON
THE PLAN WILL TAKE PRECEDENCE.

8) THE LANDSCAPE CONTRACTOR SHALL PROVIDE THE OWNER WITH WRITTEN INSTRUCTIONS ON THE PROPER CARE OF ALL SPECIFIED PLANT
MATERIALS PRIOR TO FINAL PAYMENT.

9) EXISTING TREES TO REMAIN SHALL BE PROTECTED FROM CONSTRUCTION DAMAGE. SELECTIVELY PRUNE DEAD WOOD.
10) ALL DISTURBED AREAS SHALL BE PLANTED WITH TURF AS INDICATED ON THE MATERIALS SCHEDULE.
11) ALL DECIDUOUS TREES, EXISTING AND PROPOSED SHALL BE PRUNED TO PROVIDE 4’ MINIMUM CLEAR TRUNK UNLESS OTHERWISE NOTED.,

12) THE LANDSCAPE CONTRACTOR SHALL PROVIDE A ONE YEAR WARRANTY ON ALL PLANT MATERIALS AND REPLACE ANY DEAD OR DYING
MATERIAL WITHIN THAT TIME PERIOD.

" 13) NO PLANT MATERIALS SHOULD BE SUBSTITUTED WITHOUT AUTHORIZATION BY DALE & ASSOCIATES. PLANT SIZES SHOWN ARE MINIMUMS
REQUIRED BY THE LOCAL MUNICIPALITY AND MATERIALS SHOWN HAVE BEEN SELECTED SPECIFICALLY FOR THIS PROJECT.

14) ALL WIRE BASKETS SHALL BE COMPLETELY REMOVED AND DISPOSED OF, BURLAP SHOULD BE REMOVYED OR PUNCTURED IN AT LEAST 5
PLACES. REMOVE ALL TWINE FROM BURLAPPED MATERIALS.

15) GUYING 1S NOT ALLOWED UNLESS REQUIRED BY MUNICIPALITY OR SITE CONDITIONS. THE LANDSCAFf CONTRACTOR SHALL REMOVE WIRES
AFTER A ONE YEAR PERIOD.

16) NO CANOPY TREE SHALL BE LOCATED WITHIN 15° OF AN OVERHEAD UTILITY. NO TREE SHALL BE LOCATED WITHIN A PUBLIC UTILITY
EASEMENT. LOCATING PLANT MATERIALS WITHIN A DRAINAGE EASEMENT IS ACCEPTABLE, BUT ONLY IF INSTALLED AS NOT TO DISTURB EXISTING
DRAINAGE FLOW. [N SUCH INSTANCES, THE MATERIALS SHALL BE LOCATED NIO CLOSER THAN 5’ FROM THE CENTERLINE OF DRAINAGE.

17) UGHTING PLAN TO BE COORDINATED WITH PROPOSED PLANTING PLAN. NO LIGHT POLES TO BE LOCATED IN TREE ISLANDS. SEE LIGHTING
PLAN FOR PROPOSED LIGHT LOCATIONS.

- PUBLIC WORKS NOTES

1) ALL WORK WITHIN THE PUBLIC RIGHT OF WAY REQUIRES AN EXCAVATION PERMIT FROM THE DEPARTMENT OF PUBLIC WORKS.
2) PROOF-ROLLING OF PUBLIC STREET SUBGRADES IS REQUIRED IN THE FRESENCE OF THE PUBLIC WORKS INSPECTOR.
INSPECTION OF THE BINDER COURSE IS REQUIRED PRIOR TO FINAL PAVING IN THE PRESENCE OF THE PUBLIC WORKS INSPECTOR.
THESE REQUESTS ARE TO BE MADE 24 HOURS IN ADVANCE.

3) STOP SIGNS ARE TO BE 30 INCH BY 30 INCH.

4) STREET SIGNS TO HAVE SIX INCH WHITE LETTERS ON A NINE INCH GREEN ALUMINUM BLADE, HIGH INTENSITY REFLECTIVE.

5) ALL PAVEMENT MARKING ARE TO BE THERMOPLASTIC.

| MAP/PARCEL: Map 82-14, Parcels 48, 49 & 52

EXAMINER:

(
USE - CHAPTER 17.08 & 17.16
SITE DATA
DETERMINE THE USE Heavy Equipment Sales and Services

PROPERTY ZONING IR SURROUNDING ZONING IR

USE CHARTS: P, PC, SE, A Permitied

SITE CRITERIA (Bulk Standards based upon IR Zoning)

SUBDIVISION PLAT: Barrow and Shelby Lots Ato F, O & P
MINIMUM LOT SIZE None Req'd
FAR 0.60 MAX, 0.15 Proposed (Project Area)
ISR - Adjustments / Slopes over 15% 0.90 MAX, 0.76 Proposed (Project Area)
STREET SETBACKS: 5 Feet from Right of Way
SIDE YARD None
REAR YARD 20 Feet
HEIGHT STANDARDS 45 Feet (1.5:1)
PARKING AND ACCESS - CHAPTER 17.20
RAMP LOCATION AND NUMBER Oldham Rd Ramp. 490’ from Intersection of North Tsi St

North 1st St Ramp. 125 from Intersection of Oldham Rd

DISTANCE TO NEAREST EXISTING RAMP [MINIMUM 307)

Oldham Road (None), North 1st St (None)

DISTANCE TO INTERSECTION

Oldham Rd {490°), North 1st St (125¢)

50' MINOR STREET 185" ARTERIAL STREET
100’ COLLECTOR 250" CONTROLLED ACCESS RAMP

REQUIRED PARKING BASED ON USES

11 Stalls Required ( 1 Stall per 1,000 Sq. F+.)

REQUIRED LOADING BASED ON USES

None Req.

SURFACING OVER 5 SPACES 1,750 5Q. FT.

Provided

SPACE SIZES, AISLE WIDTHS, ANGLE DATA

8’ x 23 Parallel & 8.5'x18 Std Stalls 90° Parking w/ 24' & 35’ Drive Aisle

QUEUING LANES N/A
OVER 10 SPACES 20 QUEUING AT EXIT Provided
NUMBER OF COMPACT SPACES / % None

NUMBER OF ACCESSIBLE SPACES

One (8’ x 18" w/ 5' Loading Zone)

SIDEWALKS REQUIRED

Existing along North 1st 5t & Oldham Rd

LANDSCAPING STANDARDS - CHAPTER 17.24

REQUIRED BUFFERYARDS N/A
BUFFERYARD ADJUSTMENT N/A

PERIMETER LANDSCAPING Provided
STANDARD FOR 4 OR MORE LANES Provided

SIDE LINES ADJACTENT TO PARKING AREAS 5’ MINIMUM WITH TREES-2.5' 'WITH TREE ISLANDS Provided
INTERIOR LANDSCAPING MINIMUM 8% AREA Provided
COPAQUE FENCE ADJACENT TO RESIDENTIAL PARKING AREA NA
SCREENING AROUND DUMPSTERS {NC CHAIN LINK FENCE PERMITTED) NA

TREE DENSITY

See Landscape Plan
for Further Detail
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WATER & SEWER NOTES:

1. ALL WATER AND SEWER CONSTRUCTION SHALL BE IN ACCORDANCE WITH
SPECIFICATIONS AND STANDARD DETAILS OF THE METRO WATER SERVICES.

2. THE CONTRACTOR IS RESPONSIBLE FOR REIMBURSING THE METRO WATER SERVICES THE

COST OF INSPECTION.

3. THE CONTRACTOR IS TO PROVIDE AND MAINTAIN THE CONSTRUCTION
IDENTIFICATION SIGN FOR PRIVATE DEVELOPMENT APPROVED.

4. AFTER COMPLETION OF THE SANITARY SEWER, THE DEVELOPER ls RESPONSIBLE FOR THE
TELEVISING OF THE LINES PRIOR TO FINAL ACCEPTANCE. THE VIDEOTAPING MUST BE
COORDINATED WITH THE METRO WATER SERVICES INSPECTION SECTION. ALL COSTS WILL

BE BORNE BY THE DEVELOPER.

3. ALL CONNECTIONS TO EXISTING MANHOLES SHALL BE BY CORING AND RESILIENT

CONNECTOR METHOD.

6. REDUCED PRESSURE BACKFLOW PREVENTION DEVICES (RPBP) OR DUAL CHECK VALVE
WILL BE REQUIRED ON ALL TEST AND FILL LINES {(JUMPER) NEEDED FOR WATER MAIN

CONSTRUCTION AND MUST BE APPROVED BY THE METRO WATER SERVICES.

7. ALL WATER METERS SHALL BE A MINIMUM OF 24" NOT TO EXCEED A MAXIMUM OF 28"

BELOW FINISHED GRADE.

8. UPON COMPLETION OF CONSTRUCTION OF WATER AND/OR SEWER, THE ENGINEER
SHALL PROVIDE THE DEPARTMENT WITH A COMPLETE SET OF AS-BUILT PLANS ON MOIST
ERASABLE MYLARS IN REVERSE AND IN DIGITAL {*.DWG) FORMAT. SEWER PLANS SHALL BE
SEALED BY A LICENSED PROFESSIONAL ENGINEER OR A REGISTERED LAND SURVEYOR AND
SHALL INCLUDE ACTUAL FIELD ANGLES BETWEEN LINES, ALL ACTUAL SERVICE LINES AND
TEE LOCATIONS, THE DISTANCE OF THE END OF THE SERVICE LINE TO PROPERTY CORNERS
AND LINES AND/OR STATION AND OFFSET FROM SEWER CENTERLINE TO END OF SERVICE
LINE, THE DEPTH TO THE TOP OF THE END OF THE SERVICE LINE, AND SHALL REFLECT ALL
ALIGNMENT AND GRADE CHANGES. WATER LINE PLANS SHALL BE SEALED BY A LICENSED

- PROFESSIONAL ENGINEER OR A REGISTERED LAND SURVEYOR AND SHALL INCLUDE

OFFSET DISTANCE FROM THE ROADWAY CENTERLINE

, OR PROPERTY LINE RIGHT OF WAY,

LINE DEPTH, LOCATIONS OF HYDRANTS, VALVES, REDUCERS, TEES AND PRESSURE
REDUCING DEVICES WHERE APPLICABLE. ALL DRAWINGS MUST BE COMPLETED AND

SUBMITTED PRIOR TO ACCEPTANCE OF THE SEWERS OR WATER MAINS INTO THE PUBLIC

SYSTEM AND ANY CONNECTIONS BEING MADE.

9. PRESSURE REGULATING DEVICES WILL BE REQUIRED ON THE CUSTOMER SIDE OF THE

METER WHEN PRESSURES EXCEED 100 PSI.

10. PRESSURE REGULATING DEVICES WILL BE REQUIRED ON THE ST

WHEN PRESSURES EXCEED 150 PSI.

11. ALL WATER MAINS MUST BE LOCATED WITHIN THE PAVED AREA INCLUDING ALL

BLOW-OFF ASSEMBLIES.

PUBLIC WORKS NOTES

1) ALL WORK WITHIN THE PUBLIC RIGHT OF WAY REQUIRES AN EXCAVATION

PERMIT FROM THE DEPARTMENT OF PUBLIC WORKS.

2) PROOF-ROLLING OF PUBLIC STREET SUBGRADES IS REQU!REb IN THE PRESENICE
OF THE PUBLIC WORKS INSPECTOR. INSPECTION OF THE BINDER COURSE IS
REQUIRED PRIOR TO FINAL PAVING IN THE PRESENCE OF THE PUBLIC WORKS

INSPECTOR. THESE REQUESTS ARE TO BE MADE 24 HOURS IN ADVANCE.

3) STOP SIGNS ARE TO BE 30 INCH BY 30 INCH.

4) STREET SIGNS TO HAVE SIX INCH WHITE LETTERS ON A NINE INCH GREEN

ALUMINUM BLADE, HIGH INTENSITY REFLECTIVE.

5) ALL PAVEMENT MARKING ARE TO BE THERMOPLASTIC.

REET SIDE OF THE METER
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CURE TAPER FOR DRIVEWAY RAMP

NOTE: 1. Cross—siope of sidewalk shaoll not exceed 1:48 (vertical:horizontal).
2. Fiber mesh reinforcement is an opproved alternative for the wire
Fiber mesh reinforcement will be added to the concrete
at the batch plant at the rate of 1 1/2 pounds per cubic yard.
3. Concrete shall be 8 inches thick.

mesh.

NOT TO SCALE /

(METROF'DLITAN GOVERNMENT OF
NASHVILLE AND DAVIDSON COUNTY
DEPARTMENT OF PUBLIC WORKS

COMMERCIAL
DRIVEWAY RAMP

NEW CONSTRUCTION
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DWG. NO. ST-324
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2" ASPHALTIC CONCRETE
TOPPING MIX

6" CRUSHED STONE PLACED IN'(2) 3"
SEPARATELY COMPACTED LAYERS

COMPACTED
SUBGRADE

LIGHT-DUTY
PAVEMENT DETAIL
(FOR PARKING STALLS)

SEE GEOTECHNICAL RECCOMENDATIONS FOR
FINAL PAVING SECTION

1.5" ASPHALT SURFACE
2" ASPHALTIC CONCRETE

Developer

BINDER

8" CRUSHED STONE PLACED IN (2) 4" .
SEPARATELY COMPACTED LAYERS

HEAVY-DUTY

COMPACTED
SUBGRADE

'Hawkins Design Construction
461 Craighead St.

Nashville, TN 37204
Contact: Robert Laumeyer
615.383.2851

PAVEMENT DETAIL

Civil Engineer

(FOR DRIVE AISLES)

SEE GEOTECHNICAL RECCOMENDATIONS FOR
FINAL PAVING SECTION

Z

Dale & Associates (Adam Seger, PE)
516 Heather Place

Nashville, Tennessee 37204
615.297.5166

Owner Water Service

H&S Parinership Metro Water Services
Carl Haley 1600 2nd Avenue North
186 N 1st St Nashville, TN 37208

Nashville, 37213

Phone: (615) 862-4598, Ext 4

Electric Service

Sewer Service

Nashville Electric Service
1214 Church Street
Nashville, TN 37246
Phone: (615) 747-6807

Metro Water Services
1600 2nd Avenue North
Nashville, TN 37208 .
- Phone: (615) 862-4598, Ext 4

Gas Service

Nashville Gas

SCALE: 1" = 30"

TOTAL AREA = 2.00 ACRES

= 87,132.350 S.F. S

DISTURBED AREA = 2.00 ACRES

= 87,132.350 S.F.

CURB.

/3,500 PSI EXTRUDED CONCRETE CURB PLACED ON
CRUSHED STONE. ASPHALTIC CONCRETE TOPPING TO BE
PLACED IN FRONT OF EXTRUDED CURB TO "LOCK IN*

MOUNTABLE CURB

N

SEE PAVEMENT
DETAILS FOR
SECTIONS

COMPACTED
SUBGRADE

DETAIL

-/

@diacent Fire Hydrant Test Results \\

Adjacent Fire Hydrant Flow Test Results
Below is a summary of Hydrant Flow Test Results from Existing
Hydrants located at the Intersection of N 1st Street and Oldham
Street.

Static Pressure = 112 psi

Residual Pressure = 85 psi

Flow at Residual = 2,435 gpm

Calc. Flow @ 20 psi = 2,435 gpm
Pressure regulating devices will be required on the customer side of the meter

Results of the Fire Flow Model utilizing the above field data:

when pressures exceed 100 psi.

Q Fire Hydrant: 2,435 gpm @ 20 psi Min Zone Pressure

Proposed 6"
Sewer Service
for Service Bays

AR

Proposed Building
10,875 S.F.

Rl VAN

15" ALLEY/EASEMENT 7
PER METRO couwcu_\ﬂ
BILL 59-79

SIGN /]

(&

~ VAN
ACCESSIBLE

- PROVIDE SIGN AT
VAN ACCESSIBLE SPACES

3"x1-1/2" STEEL————
DRIVE SIGN POST

BREAKAWAY CHANNEL BAR
ATTACH WITH 5/16" OR
3/8" GALVANIZED BOLTS,
~ NUTS, AND WASHERS

7'-0" MAX.
5'—0" MIN.

6"

12" CONCRETE BASE

- SIGN POST DETAIL

67 DRAIN WITH VARMINT MIN. 6™ CONC. BLOCK
/ OR ALUMINUM BOX

SCREEN INSIDE & OUTSIDE

[

= FLOW DEVICE TO REMAIN
EE%‘ZSQBLE AT ALL TIMES,

& TESY COCKS ARE 7O BE PROVIDED
WITH NIPPLES & CAPS.

* STRAINER REGUIRED QN ALL DOMESTIC)
BA DEVICES

CHECK WITH FIRE MARSHALL FOR
COMBINATION um:?f.mTES _— i
= WING IND! IMUKW
A WD AGeESE S

- —1 (o

* SECURITY PROCEDURES MAY BE
- DESIRABLE.

* INSULATION/HEAT RECOMMENDED TO
AT O R

—

REMOVABLE ALUMINUM TDP/

» WALL CONSTRUCTION AND OUTSIDE
FINISH IS OPTIONAL WiTH OWNER.
* INLET PIPING MUST BE OF COPPER
AND/OR BRASS. COPPER OR BRASS
PIPE TO EXTEND A MINIMUM OF
@ . 36" OUTSIDE THE BOX.
S

il il
e

g METRD WATER SERVICE APPROVED

6"x6" NO. 10 BOX ENCLOSURE WITH EASY
_"'] REINF. MESH I B

6" DRAIN WITH VARMINT
SCREEN INSIDE & OUTSIDE

SIDE SECTION

@MiN. CLEARANCE 12"
PLUS PIPE DIAMETER

18" ACGESS DESIGN 1S RECOMMENDED.

INSTALL ALL ITEMS ACCORDING TO
k MANUFACTURERS SPECIFICATIONS

A

s 6723, PAGE 4485,
/ .y R.O.D.C.,T L
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EASEMENT DEED BOOK

Phone: (615) 734-0734 SITE BENCHUARK
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2 o ; T 7 |/ Utilized. Confractor to O o rs :;tme. : |
< o _ : | e (60 R. 0 . ) Verify that Size and fveviey hamp per .
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- . 41 | . Condition are suitable for N @4
W 6 ‘“\*‘ W S W % 6 AW | Jy_Site. (1" Min. Beq. forSite) N S1-325 ”
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for Office Space ? . Parking -~ -
——————————————————————— i '
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Existing Grease Trap ? " P
to be Utilized Al
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PROPOSED LIGHT DUTY PAVEMENT
|| EZE3 PROPOSED HEAVY DUTY PAVEMENT
| PROPOSED SIDEWALK/CONCRETE

=\
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REQUIRED PARKING SUMMARY

Heavy Equipment Sales and Services

1 Stall per 1,000 Sq. Ft.

Total Parking Required

17 Stalls

PROPOSED PARKING SUMMARY

Proposed 8.5'x18’, 90° Parking Stallls 8 Stalls

Proposed 8’ x 23’ Parallel Parking Stalls 2 Stalls

Proposed 8'x18' Accessible Stalls 1 Stalls
\_ Total Parking Proposed 11 Stalls

v

o . ~

@ 2" VALVE DOUBLE GATE '
IRON BODY OPEM LEFY

® t-1/2" OR 2" METER

; WITH FLANGE CONNECTION

3 o 2" JEST TEE OF BRASS

38 ©2" x 6" BRASS NIPPLE &

2" BRASS GATE VALVE

©2z" BRASS CHECK VALVE
AS PER METRO WATER
(ONLY IF BACKFLOW ARE
NOT AT METER BOX)

© 2" coPPER

RADIO READ UNIT TO BE INSTALLED
ON SERVICE LINES AS INDICATED BY
METRO WATER SERVICES PERMIT OFFICE.

" @ STRAINER REQUIRED WHEN
TURBINE METER USED

|
!

3 SMALL STANDARD CASTINGS — 2" METER

REFERENCE DETAIL AS REQUIRED FOR RADIO
READ UNIT LOCATION IN FRAME AND COVER.
ONLY ONE FRAME AND COVER MAYBE
REQUIRED RADIO READ READY.

OUTLET |

{ 63" x 35" o]
CONCRETE: 4500 PS| '@ 28 DAYS

REINFORCED WITH £3 BARS

RADIO READ UNIT TO BE INSTALLED AS
PER MANUFACTURES SPECIFICATIONS. W

METRO WATER SERVICES

METRO WATER SERVICES

BACKFLOW PREVENTER BOX
FOR 1-1/2" THROUGH 2
(DOMESTIC & FIRE LINES)

METER INSTALLATION FOR -

LICENSED DISTRIBUTION DPERA

NOT TO SCALE[DATE: 07/10/08 [BF P 1

NOT TO SCALE| DATE: 05/05/08]

1-1/2" OR 2” METERS

N

‘ DWG. NO. CDETEFO3

\. DWG. NO. WDETO18A

DIRECTUBUF WATER AND SEWERAGE SERVICES )

- Overall Layout/Utility Plan
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CONTRACTOR, ENGINEER, OR OWNERS REPRESENTATIVE SHALL NOTIFY ﬁ\
MWS-DEVELPMENT REVIEW AT LEAST 24 HRS PRIOR TO THE INSTALLATION
OF THE PLANTING SOIL FILTER BED. AT THE COMPLETION OF
INSTALLATION, THE ABOVE REFERENCED PERSON WILL COLLECT ONE
SAMPLE PER BIO-RETENTION BED FOR ANALYSIS AND CONFIRMATION
OF THE SOIL CHARACTERISTICS AS DEFINED BY GIP-01, FILTER MEDIA
AND SURFACE COVER, SECTION 6.6, PAGE 18.

USE

4

ﬂN ACCORDANCE WITH THE METRO STORMWATER MANUAL, VOLUME 1, \\
SECTION 3.9, AS-BUILT CERTIFICATIONS, MWS STORMWATER DIVISION
MUST APPROVE THE FOLLOWING AS-BUILTS PRIOR TO ISSUANCE OF THE

THE ENGINEER SHALL CONTACT STORMWATER DEVELOPMENT REVIEW

& OCCUPANCY PERMIT:
o UNDERGROUND DETENTION
o ABOVE GROUND DETENTION AND WATER QUALITY INFRASTRUCTURE
o PUBLIC STORM SEWER INFRASTRUCTURE
o CUT & FILL IN THE FLOODPLAIN

Owner Developer

H&S Partnership Hawkins Design Construction
Carl Haley 461 Craighead St.

186 N 1st St Nashville, TN 37204

Nashville, 37213

\QTAF F FOR SUBMITTAL REQUIREMENTS

4

T 427
FLOWLINE:

EROSION CONTROL & GRADING NOTES o RN

T.C.:411.48'
FLOWLINE:

100-Year Flood

Contact: Robert Laumeyer
615.383.2851

Civil Engineer

Dale & Associates (Adam Seger, PE)
516 Heather Place

Nashville, Tennessee 37204
615.297.5166

Survey Provided by

Dale & Associates

516 Heather Place .
Nashville, Tennessee 37204
615.297.5166

SCALE: 1" = 30'

Floodnote

TOTAL AREA

This Property does Lie Within a Flood Hazard

Area as Depicted on the Current Flood
Insurance Rate Maps (FIRM) Number
47037C0217F. Dated April 20, 2001

DISTURBED AREA

SITE BENCHMARK
TAG BOLT 1429
ELEV.:421.62'

2.00 ACRES
87,132.350 S.F. S

=2.00 ACRES
= 87,132.350 S.F.

OH
1) EXPOSE AS SMALL AN AREA OF SOIL AS POSSIBLE ON THE SITE FOR NO MORE THAN 15 Elevation \ | ) :
DAYS. KEEP DUST WITHING TOLERABLE LIMITS BY SPRINKLING OR OTHER ACCEPTABLE =436.00 ; DATUM: NGVD-29 (‘ﬂ
: | - r s = Y —
2) ALL CUT/FILL AREAS TO HAVE A MINIMUM OF &" OF TOPSOIL COVER. AREAS DRESSED . y 4 f e d L r i /
WITH TOPSOIL SHALL RECEIVE 12POUNDS PER 1000 SQUARE FEET OF 6-12-12 FERTILIZER : / & & § g s/
j Ve ‘ i . /
(UNLESS OTHER WISE SPECIFIED IN WRITTEN SPECIFICATIONS), 5 POUNDS OR MORE OF g { i d ;7 O LDHAM STREET | P -
SA ! / - /

- KENTUCKY 31 FESCUE SEED PER 1000 SQUARE FEET, AND A STRAW MULCH COVER OF N 5 < 33— | ‘ e : g <
70%-80% COVERAGE (APPROXIMATELY 125 POUNDS PER 1000 SQUARE FEET), UNLESS “ T \ . . KRl (60’ R.OW ) N \
OTHERWISE NOTED WITHIN WRITTEN SPECIFICATIONS. l \ o " & - \ S kEN

W . 5" W 5N W I’ 6" S w o o _ N . D%
3) EROSION CONTROL BARRIER IS CALLED OUT ON PLANS AND IS TO COMPLY WITH THE = L — \". : ‘-r\ s‘f S e ey . OH —5~ T
METROPOLITAN STORMWATER MANAGEMENT MANUAL, VOLUME FOUR, SECTION TCP-13. R\ ) e J 3 i r ‘}Qj “ 4 af g®s e 0 [ Q—\_ e B S = e ~ ¢ y;
“ q . A 2 a4 & s — Ea 4
. T.C.:411.84' =< —— e - < ‘S B E S LR i - -l - -
4) DISTURBED AREAS ARE TO BE GRADED TO DRAIN AS INDICATED IN THE PLAN TO INV.N.- 406.94" /L\ /f T p o - n————t Y o PR - ———
SEDIMENT BARRIERS DURING AND UPON THE COMPLETION OF CONSTRUCTION. INV.E - 406.79" , ‘ = DR 7 6/“1 //‘W 7 /% ,]’0 o e e A
_ INV.S.: 406.74 A Priposed | f j / A / ~. i /
5) THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE VERIFICATION AND THE LOCATION T.C.: 411.48 y / 14. “.0 e i P — ‘
OF ANY EXISTING UTILITIES. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO INV.N.: 406.83' 57 Gurb Cyt =~ L7y il $
AVOID DAMAGE TO ALL EXISTING UTILITIES DURING CONSTRUCTION. IF DAMAGE DOES INV.E.: 407.38’ { ! VR B R Y A M
OCCUR TO ANY SUCH INSTALLLATION, FULL REPAIR WILL BE ACCOMPLISHED AS PER THE INV.S.: 406.78' Chnthactor th Pave. Y N N P 7 G 7/‘ :
CURRENT SPECIFICATION GOVERNING SUCH WORK. Single Inlet High Roint ajong Dished y 1] -
T.C. 41119 ire to,Conjréy Rumoff fy ( 1 - )
' 6) ANY ACCESS ROUTES TO THE SITE SHALL BE BASED WITH CRUSHED STONE, ASTM #1 FLOWLINE: o 5 Y / / / - e 5, °
STONE, 100 FEET LONG AND AT LEAST 8" THICK. 406.99 inta Two Basins, N I T o S # -f rosion Control Matting .
‘ pass and One tolb / K /"y . to be Installed on all. -
7) THE PLACING AND SPREADING OF ANY FILL MATERIAL IS TO BE STARTED AT THE LOWEST Treated by|Raingarglen. v =7 ‘Slopes 3:1 or Greater..-
POINT AND BROUGHT UP IN HORIZONTAL LAYERS OF 8" THICKINESS {OR AS DIRECTED BY | ! ‘ o / ? - See Detail This Sheet .
THE SOILS INVESTIGATIVE REPORT). SAID FILL MATERIAL IS TO BE FREE OF SOD, ROOTS, ! i / -~ / /] PO A ok S
FROZEN SOILS, OR ANY OTHER DECOMPOSABLE MATERIAL. SAID FILL IS TO BE COMPACTED \ ‘I’ . 0\ / 7.
TO A MINIMUM OF 95% STANDARD PROCTOR, OR AS OTHERWISE SPECIFIED BY THE SOILS \ s ‘ / . ® ’ ? :
REPORT OR WRITTEN SPECIFICATIONS. T'Eg“ij e N\ . % N R
ek e 5 G o) ey B
FLOWRINE v f
8) THE CONTRACTOR SHALL NOTIFY THE METRO DAVIDSON COUNTY DEPARTMENT OF Pt | ; g
PUBLIC WORKS CONSTRUCTION COMPLIANCE DIVISION, THREE DAYS PRIOR TO BEGINNING ' 1| & I Z 5
" THE WORK. 12,1 N . &p s i
140 : 4 Proposed Building
: I ! = / 'S
9) THE CONTRACTOR SHALL LOCATE AND STAKE THE LAYOUT OF THE SITE IN THE FIELD FOR | s _.'#3.8 _ : FFE=41 7}100 //5 - ; ‘ y

- INSEPCTION BY THE ENGINEER. THE CONTRACTOR SHALL CHECK THE GRADES AND FINAL | / \/ | Contractbr to - o Vs —Filtin-Flocdptaintobe-~%4 - | 4 All Stéep Slopes (3:10or
DIMENSIONS ON THE GROUND, AND REPORT ANY DISCREPANCIES TO THE ENGINEER / ’/ e \ . ? B compensated with ‘ i T L2~ Greater) To be Stabilized™
IMMEDIATELY FOR A DECISION. 2' Curb Cut | Runofftd W ¥ equivalert Cut. Approx. /// — “within 7 days of Grading, " A

: ! ] : o 45 Cu. YH of Fill and D - T A N ;
10) SURPLUS EXCAVATION OF TOPSOIL SHALL BE PLACED ON THE SITE AS APPROVED BY THE Singe Inlet 5 ¥ \ [ Raingarden. ﬁ:"——ﬁ&eu yiiof Eut below :»7; . s =
OWNER FOR THE PURPOSE OF FUTURE LANDSCAPE USE. T.C.:411.24 v A [_, e £ : 3 L m
_ FLOWLINE: % '\ as | e . 4#100-YR Floodplain ? P i
11) THE CONTRACTOR SHALL FURNISH AND INSTALL ALL NECESSARY TEMPORARY WORKS 406.69 e -~ 1.5' Stohe Drop \ 1 & Elevation within the ™ (3
FOR THE PROTECTION OF THE PUBLIC AND EMPLOYEES, INCLUDING WARNING SIGNS AND or \| Level Spreader. c 4 g
LIGHTS. \K ® | (See Detall, A=
. wld3 This Sheet

12) THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE DONE TO THE PREMISES \ g ) N
OR ADJACENT PREMISES OR INJURIES TO THE PUBLIC DURING THE CONTRUCTION CAUSED W _ , o e sel rire
BY HIMSELF, HIS SUB-CONTRACTORS, OR THE CARELESSNESS OF ANY OF HIS EMPLOYEES. \ \ \ X ) Erosion Control Matting

o R, .

k SN A /\\{ to be Installed on all R L

13) ALL WORK 1S TO BE COMPLETED WITH COMPLIANCE TO THE RULES AND REGULATIONS | | sihdle gt Wy B g0\ Slopes 3:1 or Greater. RARGS ORI A A
SET FORTH BY METRO WATER SERVICES. THE CONTRACTOR SHALL GIVE ALL NECESSARY \\ {T.Q: 41171 . ,,.‘__o*(’\f:]- T See Detail This Sheet
NOTICE, OBTAIN ALL PERMITS, AND PAY FEES REQUIRED FOR THE COMPLETION OF HIS \ |FLOWLINE: \ - AN \f{%
PORTION OF THE WORK. HE SHALL ALSO COMPLY WITH ALL CITY, COUNTY AND STATE LAWS \ (095 t==. | Wi\ Ng TR S N, W
AND ORDINANCE OR REGULATIONS RELATING TO PORTIONS OF WORK WHICH HE IS TO | e : A (R e \3;\_ i 1. FOR AN UNDERGROUND FLUSH MOUNTED OSSERVATION WELL / CLEANOUT,
PERFORM. friber Optig Gondui{. . W RNy AT £ EQUAL AT LEAGT THREE FEET LONG WITH AN INGIDE BIAMIETER GF AT

) fCHS.ﬂ =409.36 1y : R \\ \’“‘ \Qf LEAST 0 INGHES.

\ T'op o o\ \\ e & C_) . ?\@ 2. THE TUBE SHALL HAVE A FACTORY ATTACHED CAST IRON OR HIGH IMPACT
14) ALL EROSION CONTROL MEASURES SHALL REMAIN IN PLACE PER NOTE #16 BELOW. \ \\ \ = WL O e A N 750 115, THE SOREW 708 LiD SHALL BE CASY RGN OR HIGH SRPAGT PLASYIG
\ \ Sl N ~ _ ‘
15) CONTRAGTOR TO PROVIDE AN AREA FOR CONCRETE WASH DOWN AND \ \ \ e ol g Ny ?\,O
EQUIPMENT FUELING IN ACCORDANCE WITH METRO CP-10 AND CP-13, Single Inlet ‘\\ ¢ A G- ‘
RESPECTIVELY. CONTRACTOR TO COORDINATE EXACT LOCATION WITH NPDES ~ T.C.:411.51 \ T M, .
DEPARTMENT DURING THE PRECONSTRUCTION MEETING. GRADING PERMITTEE TO FLOWUP;E: \ \ W s AR e Tl Drainage Structure Schedule )
INCLUDE BMP'S DESIGNED TO CONTROL SITE WASTES SUCH AS DISCARDED 406. \ Y Sy flen SN % OBSERVATION WELL DETAIL
BUILDING MATERIALS, CHEMICALS, LITTER AND SANITARY WASTES THAT MAY CAUSE | \ N\ p—ewe—0T gt Sttucture Structure Type T.C. Elev. Invert In Invert Out T T Wt WL 003 ~
ADVERSE IMPACTS TO WATER QUALITY. THE LOCATION OF AND/OR NOTES \\\ \ R Label & Figure 143 Observation Well et
REFERRING TO SAID BMP'S SHALL BE SHOWN ON THE EPSC PLAN. 3 e A i >
\ \\ \ W e e D1 Ex. Single Inlet 411.79 409.69 409.69 —
16) EROSION CONTROL MEASURES MUST REMAIN IN PLACE UNTIL FINAL | Vo 1\ RR , o D2 Outlet Structure 412.70 410.00 410.00 T iy il i N—
STABILIZATION HAS BEEN ESTABLISHED. ONCE STABILIZATION IS ACHEIVED, ALL | Proposel iV o .
, N\ T ’ e Inlet
EROSION CONTROL MEASURES SHALL BE COMPLETELY REMOVED PRIOR TO | \\ Pipe to Cpnnect \ ,lég’: 7 g 3 (E):’*ﬂsznsgtl : A11.71 409.61 409.61
B i A ~ ucie ructurc . ; .
AS-BUILT APPROVAL. i \ e Em\mm y Street ‘ Z"_ 3% Fiber Optic qs 4 412.70 410.00 410.00 .
17) ALL STEEP SLOPES (3:1) OR GREATER TO BE STABILIZED WITHIN 7 DAYS OF | 1{nlet. \ { ( ?Oﬂdzg-s " - T.C. Elevations shown in table are measured from pavement grade
GRADING. \ - B Pipe Schedule
l P
w o\ I ™\
' % Y Downstream Upstream " Length | Slope
h N_gingle Iniet : Invert L — Invert Pipe Size £ %
&% \ 1.C.: 411.7¢" Structure : @ (A
‘ : T;‘F i \ \ FLOWLINE: D1 409.69 D2 410.00 12" CMP 22 1.41%
ik : s |
[ [eemizsem Bisa oM \ 068 D3 409.34 D4 410.00 15" CMP 17 | 3.89%
i % M & | . Single lnlet' \ \ ) | . : - v,
pc @ T-gﬁ;’&h:g \\ ! \ sk Denotes public storm culverts must be either CMP or RCP
f15'em) : ' \ /
. 40854 \ \ : x S0D BANKS W/ MAX SLOPE 3:1 : BEINERRLENCA
LINE INV. W/ RIVER ROCK OR PEA GRAVEL TOTAL VOLUME (Tv): REQE ‘;g‘;a gﬂg
_ ESE L.;“._ﬁ?,?ﬁﬁé’; PLAN (SHEET L1.0} .
L il - SURFACE AREA (SA): REQ: 2,651 SF.
f—=] 421 e  sr2m CRSTING SET 3 ABOVE NVERT — | PRO: 3,166 S.F
- TOR OF RISER TOP OF RISER. LEAVE TG OPEN NOTE: IT IS RECOMMENDED THAT ONSITE “‘Li-LLL
= g ”“;I TREES TO BE REMOVED BY UTILIZED FOR —5—TOP OF BANK [413.00]
\ f_‘ THE COMPOST PORTION OF THE MEDIA
! & MIX. FURTHER, ONSITE TOPSOIL SHALL < ABOVE GRADE
SANAN 412.50 -\_L 412,50 BE PROCESSED AND UTILIZED FOR THE i STORAGE
| % - FLTER BEDSYSTEN OO RRILTORTISHOr THER SO . {—INVERT (GRADE) @1250) f %
ﬁ:‘:‘:':*:*:*:*:*:*:*:* ++: :*:*: :*+ : + : LOOSE TOP SOIL & MULCH ‘
AL RN RSN NNN NN “ GRAVEL TO BE ASTM D 448
_ T ] e e L 70P SOIL ELEV 1225 PAVED SURFACE SIZE NO. 6, 1/8"TO 3/8"
N e v % ST BIOMEDIA TO CONSIST OF: _ CLEANED AND WASHED
1 DIAM REAS s L e ll PR i i WA B | Dok ik TaPsoiL TRENCH TO BE LINED
B goen t 7 ¢ // 5-10% ORGANIC MATTER W/ F".TER FABR'C
EROSION CONTROL MATTING //,——" ' 20% CLAY BY VOLUME . —
] . " . 3 s ' NO HEAVY MACHINERY SHALL BE USED DURING INSTALLATION OF T rra R
NTS. INSTALL PERMEABLE FILTER FABRIC : o 1 . RAIN GARDENS, DURING INSTALLATION OF RAIN GARDENS. A T T ﬂLUF_ﬂﬂ_,W
. > = == — 1= =1 T RllIF
1. PREPARE SOIL BEFORE INSTALLING BLANKETS, INCLUDING ANY NECESSARY APPLICATION OF LIME, FERTILIZER, AND SEED. . ) (110 galiminsea ) / : - ﬁ‘gggﬂk%?,ggggfé&f; gfgﬁgé" HESMPACTEA 1O ENSURE SIFTEIENIEIE ] =1
e e N~ =k Front View Side View NOTE: IT IS OF HIGH IMPORTANGE THAT NO—" ¥ CONTRACTOR, ENGINEER OR OWNER SHALL NOTIFY WS DEVELOPMENT 1’ LENGTH[ROOF Dkiﬁlg_ o ?Mﬁ -~ 18" MIN, DEPTH FOR
T APPROXIMATELY 13- (300m) OF BLANIKET EXTENDED BEYONI T i SLOPE PORTION, OF THE TRENCH. ANCHOR THE COMPAGTION OF THE SUBSURFACE FILTER REVIEW SHALL NOTIFY MWS-DEVELOPMENT REVIEW AT LEAST 24 HOURS 1.5' LEN GTH(PJ(ARKING AREAS% . GRAVEL DROP
au:znm WITH 2 c|;<:>w g_: STAPLES/STAKES APPROXIMATELY 12* {30cm) APART IN THE BOTTOM OF THE TRENCH. ?SESET;.‘EEES%CSL ?’éﬁiﬂ%ﬁ? ON:ET ERIAL FRIRTO THEIRSTALLATION OF THE PLANTING SOIL & FICTER BROVBIDMER .
BACKFILL AND MPACT THE TRENCH AFTER STAPLING. APPLY SEED TO CO. CTED SOI D FOLD REMAINING 12° (30cm)| :
PORTION OF BLANKET BACK OVER SEED AND COMPACTED SOIL. SECURE ammqsr gvsn égrﬁp:mn SOIL WITH A no'(;v orl ! RUNOFF FOR WATER QUALITY TREATMENT SLE”siﬁng kg%ﬁ"ogﬁﬁ"}fgﬁ?g'?gg?&Eggéﬁ%ﬁ%ﬁ.ﬁﬁ%gﬂ léLFE %T{E PARKI N G LOT STO N E D Ro P LEVE L S PREAD ER
STAPLES/STAKES SPACED APPROXIMATELY 12” [30cm) APART ACROSS THE WIDTH OF THE BLANKET. - & DETENTION STORAGE. BACKFILL SHALL SOIL CHARACTERISTICS AS DEFINED BY GIP-01, FILTER MEDIA AND SURFACE N.T.S.
3. ROLL THE BLANKETS {A.) DOWN OR (8. HORIZONTALLY ACROSS THE SLOPE. BLANKETS WILL UNROLL WITH APPROPRIATE SIDE \_ — BE ACCOMPLISHED USING HAND TOOLS OR COVER, SECTION 6.6, PAGE 18.
AGAINST THE SOIL SURFACE. ALL BLAMKETS MUST BE SECURELY FASTENED TO SQIIL SURFACE BY PLACING STAPLES/STAKES LIGHT DUTY EQUIPMENT. NO HEAVY
IN APPROPRIATE LOCATIONS AS SHOWN IN THE STAPLE PATTERN GUIDE. WHEN USING OPTIONAL DOT SYSTEM , STAPLES/STAKES EQUIPMENT SHALL BE PERMITTED IN OR s K\ /)/
SHOULD BE PLACED THROUGH EACH OF THE COLORED DOTS CORRESPONDING TO THE APPROPRIATE STAPLE PATTERN, AROUND THE FILTER BED OR POND. REEA —+—BASE OF UNDERDRAIN [410.00] f
4. THE EDGES OF PARALLEL BLANKETS MUST BE STAPLED WITH APPROXIMATELY 2"-5" (5cm-12.5cm) OVERLAP DEPENDING /N ] Ny g
ON BLANKET TYPE. TO ENSURE PROPER SEAM ALIGNMENT, PLACE THE EDGE OF THE OVERLAPPING BLANKET (BLANKET BEING - 2
INSTALLED ON TOP) EVEN WITH THE COLORED SEAM STITCH ON THE PREVIOUSLY INSTALLED BEANKET, . 12" CMP ?ZQB‘TEI‘]EI'ER _— INSTALL PERMEABLE FILTER FABRIC e ol 1 FT UNIFORM GRAVEL :
7 1 5en) OVRIAP, TAPLETHRGUGH OVERLAPPED ARG, APFROXAATEY 12- 30em APARTACKOSS NTIE T | EEIELN Gl £ A0 LAY e e e S CODES TRACKING # MWS SWGR
on. o E PERFORATED PLESTC UNDERDRAN (G | gt s o T201434621 T201400239
“IN LOOSE SOIL CONDITIONS, THE USE OF STAPLE OR STAKE LENGTHS GREATER THAN 6 {1I5cm) MAY BE NECESSARY TO gﬁ#{[’ﬁ?&%ﬁﬂgﬁg?ﬁ%ﬁfﬁ%w ﬁ%gg%ﬁﬁm' HEURRERTIBNN NT0 Rch STTER UNDERDRAINS SHALL BE PERFORATED ——— —— INVERT (SUB-GRADE) [409.00}

PROPERLY SECURE THE BLANKETS.

& UNDERDRAIN CONNECTED UPSTREAM OF ORIFICE

RAIN GARDEN CONTROL STRUCTURE

NTS,

USING ¥ DIAMETER HOLES SPACED 6" ON
CENTER.

INSTALL PERMEABLE FILTER FABRIC
(>110 galimin fsq ft FABRIC)

TYPICAL RAIN GARDEN CROSS SECTION (GIP-01)

NOT TO SCALE

~ Grading Plan

( PERMITS: \

MWS SWGR: T201400239

CODES TRACKING #
T201434621

REVISIONS:

Y
A

._ 195 North 1st Street
Nashville, Davidson County, Tennessee

H&S Partnership

Being Parcels 48, 49 & 52 on Tax Map 82-14

( D&A Project #14199 \

H&S Partnership
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